
Explosion Proof Work Light - Spec Sheet

Good visibility is essential for safe and efficient work in hazardous environments. This Explosion
Proof Work Light provides reliable illumination for confined spaces, refineries, tank entries,
shipyards, and chemical plants where safety is critical. Featuring a 125° beam angle, dual light
modes, and up to 10 hours runtime, it is the dependable solution for portable hazardous area
lighting needs.

Certifications UL913, IECEx, ATEX

Hazardous Location Rating Class I, Division 1, Groups A-D, T4

Zone Classification Class I, Zone 0, AEx ia IIC T4 Ga

Key Features:
- Three pre-set lighting output levels
- Up to 1,600 lumens of high-efficiency LED light
- 10 hours runtime (Low) / 5 hours runtime (High)
- Low battery indicator with flashing alert
- Deployable mast with 360° adjustable rotation
- Multiple mounting and deployment options
- Operates in temperatures from -4°F to 104°F (-20°C to 40°C)

Technical Data Specifications

Beam Angle 125°

Color Temperature 3000K–6500K

Battery Type Ni-MH Rechargeable

Battery Capacity 10.8V, 9Ah (500 cycles)

Charging Time 7 hrs (1.8A) / 14 hrs (0.9A)

Wattage 5W – 19.5W

Weight 7 kg (15.4 lb)

Deployable Height 566mm – 909mm (22.3in – 35.8in)

Applications:
Ideal for hazardous work environments such as refineries, tank entries, shipyards, chemical plants,
and confined spaces. The unit's portability, durability, and safety certifications make it suitable for a
wide range of industrial and emergency response uses.


